Investments in refrigerated display cabinets can only qualify for Enhanced Capital Allowances if the specific product is named on the Energy Technology Product List. To be eligible for inclusion on the Energy Technology Product List, products must meet the eligibility criteria as set out below.
Eligibility Criteria
To be eligible, products must:
• Be designed to display chilled and/or frozen foodstuffs, whilst maintaining them within prescribed temperature limits.
• Conform to one of the temperature classifications in Table 1 when tested to BS EN ISO  23953-2:2005+A1:2012 in climate class III (25°C, 60% RH) .
• Be classified in accordance with the precise 5 digit classification system set out in Annex A of BS EN ISO 23953-1:2005 +A1:2012.
• Be CE marked. 
Performance Criteria
Products must have an Energy Efficiency Index (EEI) that is less than, or equal to, the threshold shown in Table 2 for the relevant temperature class and type of cabinet. For the avoidance of doubt M-package temperatures should be rounded to the nearest integer value (where 0.5 should be rounded up). Other test data should be presented to 2 decimal places.
As an example, a vertical remote type M0 cabinet with an EEI performance threshold of 9.51 would be deemed to be a fail.
Required test procedures
All cabinets must be tested in a test room conforming to BS EN ISO 23953-2:2005+A1:2012.
During testing the cabinet shall comply with the conditions defined in BS EN ISO 239532:2005+A1:2012 with the following specifications:
• Section 5.3.2.7.1 -Lighting -section (b).
• Section 5.3.2.7.2 -Night covers -Test data must not include results from testing with night blinds.
• Section 5.3.6 -Heat extraction rate measurement when condensing unit is remote from cabinet shall be calculated according to section 5.3.6.3.1, section (b) and 5.3.6.3.2 method Ø24-deft.
The test report must be prepared in accordance with specification in BS EN ISO 239532:2005+A1:2012.
If the test report has not been prepared by an independent body, then evidence must be provided that a representative sample of product test data has been independently verified or crosschecked.
Please note that performance data obtained in accordance with the procedures and standard rating conditions laid down in BS EN ISO 23953-2:2005 will be accepted as an alternative to testing in accordance with BS EN ISO 23953-2:2005+A1:2012 until further notice.
Representative Testing
Where applications are being made for two or more cabinet models that are variants of the same basic design, test data may be submitted for a single 'representative model' provided that have same precise 5 digit classification according to Annex A of BS EN ISO 23953-1:2005 +A1:2012. The rules in Table 3 must be used to select the representative model that should be performance tested. 
Cabinet depth
The model with the greatest cabinet depth must be the representative model.
Shelves
The model with the lowest number of shelves must be the representative model.
Front-opening height (throat):
The model with the largest front-opening height (throat) must be the representative model.
Two or more of the above variations The rules set out above must be combined when selecting the representative model
